User manual for the Animal Lamp floor lamp

Safety instructions / Please read this information carefully before you start using the product. Keep this user
manual for future reference.

» The manufacturer accepts no responsibility or liability for injuries and/or damage resulting from improper use
of the lamp.

* Use only the parts supplied; otherwise, all warranty claims will be void.

e Care of the light fitting is limited exclusively to the surfaces. The product must only be cleaned with a dry
microfibre cloth.

e The product is intended solely for decorative purposes.

¢ The luminaire has an IP20 protection rating, offering protection against contact with fingersand against
medium-sized solid foreign objects (diameter > 12 mm). It is intended exclusively for use in private households
and is suitable for living spaces free from moisture and dust in harmful quantities.

e The product complies with Protection Class 2. Protection Class 2 devices (protective insulation) have reinforced
or double insulation. For portable Protection Class 2 devices, plugs without an earth contact are used. For ’El
lower currents up to 2.5A, so-called Euro plugs are used. This product is operated on safety extra-low voltage
(12vDC).

« Do not cover the product with any objects. Excessive heat build-up can shorten the lifespan of the electronics
and may cause a fire.

* Place the product only on a suitable, firm surface; avoid carpets and do not place it in the immediate vicinity of
radiators. Ensurethat there is adequate ventilation beneath the product.

* Do not hang any objects from the light fitting, and do not pull or push on the cable or on the product’s delicate
parts, such as the ears, eyes, whiskers, etc.

e The light source may only bereplaced by a qualified technician. The ballast may only bereplaced by a qualified
technician. The mains adapter may be replaced by a layperson; please refer to the manufacturer’s detailed
technical specifications.

e Colour variations may occur between LEDs from different batches; the colour and brightness of LEDs may also
change over time.

¢ The letters RGB (red, blue, green) indicate that the light source can be set to different colours and is intended
solely for decorative purposes.

¢ The crossed-out wheelie bin symbol on the product indicates that it must not be disposed of with household \}i/

—

waste. Instead, at the end of its useful life, the product must be taken to a collection point for the recycling of
electrical and electronic equipment. Please enquire
Please contact your local council about this position.
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Installation

Remove the product from its packaging. If you open the packaging carelessly using a sharp knife or other sharp objects, the
product may be damaged. Pleasetakegreat care when opening it.

The manufacturer accepts no liability for the improper opening of the packaging or the handling of the product.

The light is fitted with a dimmer (RF Wireless Touching LED Remote Controller). The product must not be operated in
combination with another dimmer. First, connect the product’s socket to the power supply unit’s plug, as shown in Figure 1a
and Figure 1b. Then plug the product’s power supply unit into a standard 230VAC socket, as shown in Figure 1c.

Operation

The floor lamp is now ready for use. Using the remote control (controller), you can now set the desired light colours and
scenes; see the instructions in Figure 2a, as well as the separate instructions supplied by the manufacturer of theRF Wireless
Touching LED Remote Controller.

Production
The product is manufactured in Switzerland, based in Hofstetten, Canton of Zurich, and is placed on the market in accordance
with the applicable legal provisions.
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Technical data

Category: Decorative light

Item number: 502025 — XXXX
Protection class: Protection class 2
Protection rating: IP20

Dimmable: Yes

Voltage type: PRI 230VAC, SEC 12VDC
Light source: LED - RGB

Power: See type plate

Power supply: 12VDC, 1A

Energy efficiency class: G

Wood type: See type plate

Origin of wood: Germany, Switzerland
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Figure 2a

1.Technical Parameters(remote control):
1:Power supply: AAA battery * 2pcs
2:Cover material:ABS

2.Technical Parameters(controller):
1.Working voltage: DC12V~24V
2.0utput control: 3 circuits(R/G/B)
3.Control current: 6A/circuit
4.Total output: Max. 10A
5.Connection method: common anode
6.Dimension: L85*W45*H22mm
7.Receiving range:30meters

3.Functions of Keys (Piease see drawing 1)
1. Key 1: on/off
2. Key 2: light changing mode(15 modes)
3. Key 3:color light/white light switching mode
4. Key 4: turn up(brightness/speed)
5. Key 5: turn down(brightness/speed)

4. How to use
1. Press Key 1 to turn on/off in any state.
2. Press Key 2 to activate light changing mode, keep pressing
for different programs. There are 15 programs in total.
3. Press Key 3 once to activate white light mode, you can change
brightness by pressing Key 4 or Key 5. Press Key 3 twice to
activate color ring, changing brightness by pressing Key 4/Key
5 or changing light color by touching the color ring.
4. Resume function. The previous settings will be resumed

Feature chart for Key 2

while power on again.

5. To match the remote control to the receiver (You do not need
to do this when first out the box) .Press Key 4 once when first
switched on within 3 seconds. The light will blink 3 times to indicate
that the remote control is matched.

Clearing Code

Press Key 4 five times when first switched on, again, the light will
blink 6 times if clearing is successful.

Drawing 1:

‘You can move your finger 1o
choose any color you like
along this color ring

Drawing 2: Caution:

Please don't cover the color
ring with your hand while
installing the batteries.

)

5.Caution (Piease ses drawing 2)
Please don't touch or press the color ring while loading the
battaries to protect the sensitiveness. Please use the remote
controller 3 seconds after the battaries are loaded.Please reload the

battaries when you find the color ring is not sensitive.

6.Connecting chart
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